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This guide will help with the setup of your Mimer VoiceLog system. Please 
also refer to the help texts in the software and to the web page www.lse.se. 
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2 General 
Mimer VoiceLog Server is a component in the Mimer family of products for 
network operated 2-way radios. 

Basically, the VoiceLog Server is used to record audio data to and from the  
IP-network connected radios and the dispatchers. 

 

Example of VoiceLog panel with four radios connected  
and recordings made on the two first radios. 

In the Mimer System the VoiceLog Server acts as a special purpose sound 
source and is configured at the client much like any radio. The SoftRadio 
client will identify it and create a VoiceLog panel. 

When the client connects to the VoiceLog Server it will create a panel that 
displays all sound segments as small horizontal bars. From the panel the 
operator can select audio channels to listen to and place a cursor at the time 
to start a playback. 

The client software will request the necessary data for its panel from the 
server, and the server collects information from its database and sends it 
back to the client for display. When an operator presses the playback 
button, the client sends a request to the server to get all relevant sound 
segments played as sound. This is then received by the client in a similar 
manner as any other Mimer sound. 

The server saves all pieces of sound (called sound segments) as separate 
wav-files. These are standard audio files that can be played with Mimer 
VoiceLog Player, see below for details, or with standard the Windows media 
player and other multimedia players. 

The server also stores information about each sound segment in a MySQL 
database called “Audio Log Database”. 
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The information stored is: 

 Source ID of the sound 

 Destination ID for the sound 

 Start time 

 Stop time 

 File name for the related wav-file 

2.1 Mimer VoiceLog LE 
Mimer VoiceLog is sold in two versions. The standard version limits the 
number of radios and dispatchers in the same way as the rest of the Mimer 
SoftRadio system. 

Mimer VoiceLog LE has a limitation at max 4 dispatchers and 4 radios. 

3 VoiceLog Server installation 
Install the software package from the supplied USB stick or CD. 

When prompted choose “Full installation with MySQL Database”. 

 

Setup window 
 
Set the password to “mimerroot” 

 

You can leave the two boxes above unticked 
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3.1 Recommended hardware 
We recommend running the software on a separate Windows Server or 
Windows PC. In small systems the server function may be placed on one of 
the operator PC´s. 

In systems with for example a Mimer NetworkRepeater or a Mimer 
StatusLog, the server can be shared between the applications.  

When shared with Mimer StatusLog you only need to install MySQL for the 
first application installed. 

4 VoiceLog Server configuration 
The main VoiceLog Server settings are configured using the 
Server settings dialogue. 

“Name Label” is the name shown at the top of the Mimer Device 
panels. 

“Server ID” is the ID used to identify the VoiceLog Server in the 
Mimer SoftRadio Setup. 

“TCP port” is also used in the Mimer Setup to connect the clients 
to the VoiceLog Server. 

“Password” is used when setting up the operators. The 
password shall have max 8 characters.  

“Base Folder” is where the recorded .wav files are stored. Under 
this base folder are sub directories created for each year, month 
and day as selected by the tick boxes. 

The MySQL settings are self-explanatory. Those shown in the 
picture are the ones used for a standard installation. 
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VoiceLog Server  
status window 

4.1 Audio sources for recording 

4.1.1 Radios and other devices 
The devices to record are stored in a file reached through “Settings” 
and “Edit recorded units…”.  

Each row in the file shall begin with “ID=” followed by the Mimer 
Network Interfaces ID-number. 

The second parameter on each row tells how long silence (in 
milliseconds) must be detected before a file is closed and recorded as a 
separate sound segment. 

4.1.2 Dispatchers 
All connected dispatchers will automatically be recorded. No setting needed 
in the server. 

4.2 Sources in local network 
All devices (not dispatchers) to record must be in the same LAN Subnet as 
the VoiceLog server. This means that devices in other networks, for example 
connected over the Internet, needs to be connected to a Mimer Network 
Repeater. 

Large systems that have a Mimer RadioServer at the radios will also need to 
have a Mimer NetworkRepeater to be able to connect to the VoiceLog.  

5 Running the application 
By default, the application is installed with icons on the start menu and 
on the desktop. It is up to the administrator to decide whether to 
include it in the Auto start section of the server. 

5.1 Status window 
When started, the status screen looks as to the right. Each monitored 
section is listed with its status. If status is “Listening” then the 
connection is monitored. If status is “Recording” then data is being 
recorded.  

The operators are listed as soon as they connect. When they shut 
down their application they are automatically removed. 
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6 Automatic backup 
Under the settings menu there are selections for an automatic 
backup of the data base.  

With the selection illustrated, it will be done just after midnight 
at the start of the month. All old records are backed up and then 
purged from the database if this function is turned on. 

7 Database Administration 
By selecting Tools – Database Management from the menu you get a 
screen with options for backing up and purging the database. The use 
of these should be very straight forward and self-explanatory. 

 

The main grid where data in the available database tables can be viewed. 

7.1 Backing up old data in the database 
There is a button for making a backup copy of part of the data to a new table 
and deleting it from the current table. The backup data table will be a 
separate file in the MySQL server’s data directory where it can easily be 
found by a backup system. 

Automatic backups can also be selected. 

If weekly backups are selected, data older than 2 weeks will be copied to a 
backup table and removed from the working table after midnight every 
Monday. 

If monthly backups are selected, data older than 2 months will be copied to 
a backup table and removed from the working table after midnight on the 
1:st of every month. 
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Please note that none of these functions touches the sound segment wav- 
files in the wav-file directory structure. 

These can be moved and deleted using standard Windows file handling. 

7.2 Deleting old data 
There is also a function to delete old information from the Audio Log 
Database table without backing it up. 

Deleting old data is necessary to prevent the database table from being too 
large. 

Please note that none of these functions touches the sound segment wav- 
files in the wav-file directory structure. 

These can be moved and deleted using standard Windows file handling. 

7.3 Location of the database files 
The database data files are by default placed in the directory  
C:\Program Files\MariaDB 10.2\data\voicelogdb\ 

This directory is defined by the settings in the MySQL “my.ini” file in 
C:\Program Files\MariaDB 10.2\data\  
 
All information on these settings can be found on the Internet if required. 

7.4 MySQL Database 
MariaDB is a free database created as a fork from the well-known MySQL 
database, and is fully compatible with MySQL. If you are familiar with 
MariaDB or MySQL and would like to work with the database on a deeper 
level, you can start the included database manager “HeidiSQL” from the 
Programs Menu, or the desk top short cut. You will find it in the start menu 
under “MariaDB 10.2”. 

You will be asked to log on at the following window: 
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First time login menu 

Create a new session as described. The default username is “root” and 
password is “mimerroot”. After the first time, you will go directly to the 
window below. 

 

Session setup for the local server 

 

Hedi SQL management window 
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8 VoiceLog Player 
To make it easier for an administrator to play back the recorded audio files 
there is a small utility called Mimer VoiceLog Player. (Included in VoiceLog 
deliveries from mid-June 2018)  

You will find VoiceLog Player under the Start menu. 

With the software you can select audio files from the server and easily sort 
them by date and time as well as dispatcher and radio. 

The player has its own setup where you can give each radio and dispatcher a 
name instead of the technical ID numbers that the recordings have.  

 

Mimer VoiceLog Player window 

8.1 Selection of play back files 
Select the folder where the files you would like to replay are located and 
then click on “Load clips from the above folder”. Try to navigate so that you 
don´t get too many files. Selecting all recordings in all sub-folders may cause 
it to take some time to load. 

8.2 Listen to clips 
Select a dispatcher ID or a radio ID and all clips with that ID will be shown in 
the list. In time order. Scroll the list to the time of interest. 

Double-Click the clip in the list or click the play button.  
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The next clip will play automatically after the first has ended. 

8.3 Pause time 
You can select either to have the actual pause time between clips, select 
“Realtime”, or to have a pause of max 2 seconds between each replay, select 
“Max 2s fixed…”. 

8.4 Alias names 
Instead of showing the technical ID´s of the dispatchers and radios you can 
change them for alias names. 

Under “Settings” there is a selection “Edit Alias list”. 

 

Edit Alias list menu 

Here you can change each Mimer ID number for an alias name of your 
choice. 

Clicking the “Add ID´s from current folder” will load the ID numbers that are 
used in the current folder that you have selected for listening. You can also 
manually add and delete lines with ID´s and aliases. 

8.5 External use 
If for example someone external needs to follow up an event, audio files 
from that day can be copied from the server to a CD/DVD/USB and sent over 
together with the VoiceLog Player, making it easy for anyone to go through 
the event. 
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9 Client installation 
The VoiceLog Server is defined in the clients “Mimer Connections Setup” in 
the same way as all the radios.  

Early versions of SoftRadio needed a special VoiceLog option to be installed. 
It is now included in all SoftRadio installations (since version 3.4.14). Without 
the option in the early versions no VoiceLog panel will be visible to the 
operator and no recordings from the operator will be made. 

9.1 Server in local LAN 
All connections to the VoiceLog server are made with TCP (never UDP). The 
ID, IP, TCP port and password needs to be filled in according to the VoiceLog 
server settings. 

 

Example of setting in “Mimer Connections Setup with the server in the same 
Subnet as the operator PC” 

9.2 Server in remote LAN 
If the VoiceLog server is placed in another Subnet than the operator PC, you 
shall fill in the IP address of the router in the other subnet. In the routers 
between the nets you need to set up port forwarding to the VoiceLog server 
or by other means set up a route so the server can be reached. 
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10 VoiceLog - Quick start guide 
The VoiceLog is shown as one of the devices in Mimer SoftRadio along with 
the radios etc. 

You can listen to the last incoming message by clicking the “Back Track” 
button and then the “Replay” button. 

 

 

 

For more details you can click the “Show VoiceLog” button and access the 
VoiceLog device panel.  

In the device panel you can listen to incoming and outgoing messages for 
each radio, change the time scale etc. 
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